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speed | Lasm [ Lwa Lwa okt / dB(A) _
pm  |dB(A)|dB(A)| 63 | 125| 250 | 500 [1000|2000|4000|8000 Lasm = A - weighted sound pressure
950 | 34 | 51 | 33 | 45 | 44 | 47 | 44 | 39 | 30 | 21 level at distance of 3 m from
1450 42 | 59 | 34| 52|49 |55 |54 |47 |40 | 25 fan center
2900 57 | 75 | 56 | 66 | 68 | 71 | 67 | 66 | 67 | 51 _
Lwa = A - weighted sound power

i_vrr_en (12/09)

level in duct

Lwaox = A - weighted octave-band
sound power level in duct

(Data for other motors, such as polechanging or Ex, upon inquiry)

power nominal nominal weight with
fan type speed required motor type motor power [motor current motor

rpm kW kW A kg
VRR 160/701 W 950 950 0,014 3~ 0,09 0,44 15
VRR 160/701 W 1450 1450 0,045 400 V/50 Hz 0,12 0,42 15
VRR 160/701 W 2900 2900 0,31 IP 55 0,37 1,0 17
VRR 160/701 W 950 E 950 0,014 1~ 0,09 0,76 15
VRR 160/701 W 1450 E 1450 0,045 230 V/50 Hz 0,12 0,73 15
VRR 160/701 W 2900 E 2900 0,31 IP 55 0,37 2,70 17
VRR 160/701 W 2900 P1 | 2900/ 1450 | 0,31 / 0,045 | polechanging 0,43/0,3 1,3/0,89 19
VRR 160/701 W 1450 P1 | 1450/ 710 |0,045/ 0,006 400 V/50 Hz 0,5/0,1 1,28 /0,57 21
VRR 160/701 W 1450 P2 | 1450/ 950 |0,045/ 0,014 IP 55 0,18/0,06 | 0,58/0,35 21
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